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TOP PILLAR FOR TIPPER - cataforesis

CODE ARTICLE BOARD  
THICKNESS (MM) H

FMJA400ADXN7 Front right_Width: 80

25 400

FMJA400ASXN7 Front left_Width: 80

FMJA400CENN7 Central

FMJA400PDXN7 Rear right

FMJA400PSXN7 Rear left

FMJA500ADXN7 Front right_Width: 80

25 500

FMJA500ASXN7 Front left_Width: 80

FMJA500CENN7 Central

FMJA500PDXN7 Rear right

FMJA500PSXN7 Rear left

FMJA600ADXN7 Front right_Width: 80

25 600

FMJA600ASXN7 Front left_Width: 80

FMJA600CENN7 Central

FMJA600PDXN7 Rear right

FMJA600PSXN7 Rear left

FMJA700ADXN7 Front right_Width: 80

25 700

FMJA700ASXN7 Front left_Width: 80

FMJA700CENN7 Central

FMJA700PDXN7 Rear right

FMJA700PSXN7 Rear left

FMJA800ADXN7 Front right_Width: 80

25 800

FMJA800ASXN7 Front left_Width: 80

FMJA800CENN7 Central

FMJA800PDXN7 Rear right

FMJA800PSXN7 Rear left

TERMINALS - galvanized steel

CODE ARTICLE H

FOBC400RIBZ0 Side / Rear 400

FOBC500RIBZ0 Side / Rear 500

FOBC600RIBZ0 Side / Rear 600

FOBC700RIBZ0 Side / Rear 700

FOBC800RIBZ0 Side / Rear 800

Table:

H = Height (mm)
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